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~| RIBEXROBO s a professional machine designed and
¥ manufactured for furniture applications used for flat or 30

lamination of PVC/PET foils onto MDF board, Chipwood,
Plywood etc and suitable for doors and cabinets, panels in
kitchens, bathrooms and bedrooms. Process respectively starts
with heating cycle by high temperature quartz heating elements,
then continues with vacuum press cycle to finish the
lamination by applying negative vacuum air pressure.

Optional silicone membrane allows to laminate wood
veneers as well as other suitable materials (such as leather
eit.c) onto the workpiece by applying positive pressure.

RIBEX ROBO Vacuum Membrane Press is equipped with full
automatic touchscreen (HM.l) and PLC with multilingual user
friendly menu and with cooling fans to boost the

production speed at it's maximum limits.

[ae

RIBEX ROBO PVC/PET falyalarin MDF levha, Kontrplak v.b
malzemeler Uzerine diiz veya 3B laminasyonunda, kapi ve
dolaplarda, mutfak panellerinde, cesitli mobilya
uygulamalarinda, banyo ve yatak odalari dolap kapaklari
kaplama uygulamalari icin tasarlanip Gretilmis profesyonel bir
makinadir. Yiksek performansli Quartz tip isitma elemanlari ile
kademeli olarak i1sitma islemi baslar, negatif emis basincr ile
laminasyon islemini bitirmek icin vakum islemi ile devam eder.

Istege bagli silikon membran ile lamine kaplama
malzemelerinin yani sira diger uygun malzemelerin de (deri v.b)
is parcasinin Uzerine lamine edilmesi igin kullanitmaktadir.

RIBEX ROBO Vakum Membran Pres, farkli dil secenekleri ile
kullanimi rahat ve kolay bir menye sahiptir. Sogutma fan
sistemi ve tam otomatik dokunmatik ekran (HM.l) ve PLC
sistemi ile maksimum hizda Gretim saglar.

Table Frame Dimensions 2870 x 1400 mm.

Table Usage Area 2730 x 1250 mm.

Max. Working Height 90 mm.

Pump Motor Power 2,6 kw

Pump Air Rate Speed 100 m3/h.

Max. Working Temperature 140°C.

Total Power / Voltage 26,5 kW /380 V 3 Phase 50 Hz

Cycle Time (approximately)

Net Weight with Single Table / Double Table

4-5Dk. (3,5m2)
1350 Kg. / 1750 Kg.

Layout Dimensions with Single 3680 x 3900 x 1850mm.
Table (WxLxH) (Frame Open Height: 1950 mm.)
Layout Dimensions with Double 5630 x 3900 x 1850 mm.

Table (WxLxH)

(Frame Open Height: 1950 mm.)

We reserve our rights to make technical modifications without prior notice.
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Tabla Cerceve Olgiileri

Tabla Kullanim Alani

Maks. Calisma Yiksekligi
Pompa Motor Giicii

Pompa Emis Hizi

Maks. Calisma Sicakligi
Toplam Gii¢ / Voltaj

Operasyon Siiresi (ortalama)
Net Agirlik Tek Tabla / Cift Tabla

Kurulum Olgiileri Tek Tabla
(ExBxY)

Kurulum Olgiileri Cift Tabla
(ExBxY)

2870 x 1400 mm.
2730 x 1250 mm.

90 mm.

2,6 kw

100 m¥/sa.

140°C.

26,5 kW / 380 V 3 Faz 50 Hz
4-5Dk. (3,5m2)

1350 Kg. / 1750 Kag.

3680 x 3900 x 1850mm.
(Cerceve Aclk Yiikseklik: 1950 mm.)

5630 x 3900 x 1850 mm.
(Cerceve Acik Yiikseklik: 1950 mm.)

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.

STANDARD FEATURES

CE certified (EU norms)

HM. Touchscreen & PLC

Preset programming function

Cooling Fans boosting production speed
Single or Double Worktable

Short Processing cycle

Independent vacuum and heat operation
Operation window for direct monitoring
Stainless Heating Unit

Thermal Insulation

OPTIONALS

Robo Magnetic Pads to support the workpiece
Divisible worktable to use the material efficiently
Double Worktable

PVC Roll stand

PVC Trimmer Knife

Press Unit with silicone membrane

Full Automatic Vacuum Membrane Press
Tam Otomatik Vakum Membran Pres

STANDART OZELLIKLER

CE sertifikall

HM.I Dokunmatik Ekran & PLC
Program yazabilme fonksiyonu

Uretim hizini arttiran Sogutma Fanlari
Tek veya Cift Is Tablas!

Kisa Operasyon Sures

Bagimsiz isitma ve vakum operasyonu
Is Gozlem Penceresi

Paslanmaz Isitma Unitesi

Is1 Yalitimi

OPSIYONELLER

Robo Miknatisli malzeme destek pedleri
Ara Bélme Unitesi

Cift Is Tablas|

PVC Rulo Yikleme Magazini

PVC Temizleme Bicagi

Silikon Membranli Baski Unitesi

wwwribexvacuumpress.com
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~| RIBEXECOisa professional machine designed and
¥ manufactured for furniture applications used for flat or 30

lamination of PVC/PET foils onto MDF board, Chipwood,
Plywood etc and suitable for doors and cabinets, panels in
kitchens, bathrooms and bedrooms. Process respectively starts
with heating cycle by high temperature quartz heating elements,
then continues with vacuum press cycle to finish the lamination
by applying negative vacuum air pressure.

Optional silicone membrane allows to laminate wood
veneers as well as other suitable materials (such as leather
eit.c) onto the workpiece by applying positive pressure.

[ae

RIBEX ECO PVC/PET folyolarin MDF levha, Kontrplak v.b
malzemeler Uzerine diiz veya 3B laminasyonunda, kapi ve
dolaplarda, mutfak panellerinde, cesitli mobilya
uygulamalarinda, banyo ve yatak odalari dolap kapaklari
kaplama uygulamalari icin tasarlanip Gretilmis profesyonel bir
makinadir. Yiksek performansli Quartz tip isitma elemanlari ile
kademeli olarak i1sitma islemi baslar, negatif emis basincr ile
laminasyon islemini bitirmek icin vakum islemi ile devam eder.

Istege bagli silikon membran ile lamine kaplama
malzemelerinin yani sira diger uygun malzemelerin de (deri v.b)
is parcasinin Uzerine lamine edilmesi igin kullanitmaktadir.

STANDARD FEATURES

CE certified (EU norms)
Automatic Temperature Controller
Vacuum Counter/Timer

Single or Double Worktable

Vacuum Membrane Press
Vakum Membran Pres

STANDART OZELLIKLER

CE Sertifikali

Otomatik Sicaklik Kontrol Cihazi
Vakum Sayici/Zaman

Tek veya Cift Is Tablas!

Table Frame Dimensions 2440 x 1350 mm. Tabla Cerceve Olciileri 2440 x 1350 mm. Short Processing cycle Kisa Operasyon Suresi

Table Usage Area 2300 x 1210 mm. Tabla Kullanim Alani 2300 x 1210 mm. Independent vacuum and heat operation Bagimsiz Isitma ve vakum operasyonu
Max. Working Height 90 mm. Maks. Calisma Yiiksekligi 90 mm. Operation window for direct monitoring Is Gozlem Penceresi

ST 2.6 kw EEENIRE e 2.6 kw Stainless Heating Unit Paslanmaz Isitma Unitesi

Pump Air Rate Speed 100 m3/h. Pompa Emis Hizi 100 m%/sa. Thermal Insulation IsiYalitim

Max. Working Temperature 140°C. Maks. Calisma Sicakligi 140°C.

Total Power / Voltage 22,5 kW /380 V 3 Phase 50 Hz Toplam Giig / Voltaj 22,5kW/ 380V 3 Faz 50 Hz

OPSIYONELLER

Robo Miknatisli malzeme destek pedleri

OPTIONALS

Robo Magnetic Pads to support the workpiece

4-5Dk. (2,8m2)
750 Kg. / 1100 Kg.

Cycle Time (approximately) 4-5Dk. (2,8 m2)
Net Weight with Single Table / Double Table 750 Kg. / 1100 Kg.

Operasyon Siiresi (ortalama)

Net Agirlik Tek Tabla / Cift Tabla

Layout Dimensions with Single 3150 x 3100 x 1400 mm. Kurulum Olciileri Tek Tabla 3150 x 3100 x 1400 mm. Divisible worktable to use the material efficiently Ara Bolme Unitesi

Table (WxLxH) (Frame Open Height: 1900 mm.) (ExBxY) (Cerceve Acik Yikseklik: 1900 mm.) Second Worktable Ikinci Is Tablas|

Layout Dimensions with Double 4800 x 3100 x 1400 mm. Kurulum Olciileri Cift Tabla 4800 x 3100 x 1400 mm. PVC Roll stand PVC Rulo Yikleme Magazini
Table (WxLxH) (Frame Open Height: 1950 mm.) (ExBxY) (Cerceve Acik Yiikseklik: 1900 mm.) PVC Trimmer Knife P\/C Temizleme B|(;a(j|

We reserve our rights to make technical modifications without prior notice. Teknik ozelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.

Press Unit with silicone membrane Silikon Membranli Baski Unitesi
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Table Frame Dimensions

Table Usage Area

Max. Working Height
Pump Motor Power

Pump Air Rate Speed

Max. Working Temperature
Total Power / Voltage

Cycle Time (approximately)

Net Weight with Single Table / Double Table

Layout Dimensions with Single
Table (WxLxH)

Layout Dimensions with Double
Table (WxLxH)

2440 x 1350 mm.

2300 x 1210 mm.

450 mm.

2,6 kw

100 m3/h.

160°C.

22,5 kW / 380 V 3 Phase 50 Hz
4-5Dk. (2,8 m2)

850 Kg. / 1200 K.

3150 x 3100 x 1700 mm.
(Frame Open Height: 1900 mm.)
(Dome Open Height: 2100 mm.)

4800 x 3100 x 1700 mm.

We reserve our rights to make technical madifications without prior notice.

Www ribexvacuumpress.com
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RIBEX ECO-B is a professional machine designed and
manufactured for furniture applications used for flat or 3D
lamination of PVC/PET foils onto MDF board, Chipwood, Plywood
et.c and suitable for doors and cabinets, panels in kitchens,
bathrooms and bedrooms. Process respectively starts with heating
cycle by high temperature quartz heating elements, then continues
with vacuum press cycle to finish the lamination by applying
negative vacuum air pressure.

Optional silicone membrane allows to laminate wood veneers as
well as ather suitable materials (such as leather etc) onto the
workpiece by applying positive pressure.

RIBEX ECO-B Vacuum Membrane Press is equipped with
automatic height adjustment controller system allows to work up
to 450 mm. height for lamination and bending/forming of materials
such as wood, plywood, mdf, thermaplastics, composites e.t.c.

RIBEX ECO-B PVC/PET falyalarin MDF levha, Kontrplak v.b
malzemeler Uzerine diz veya 3B laminasyonunda, kapi ve
dolaplarda, mutfak panellerinde, gesitli mabilya uygulamalarinda,
banyo ve yatak odalari dolap kapaklari kaplama uygulamalari icin
tasarlanip Uretilmis profesyonel bir makinadir. Yiksek performansli
Quartz tip 1sitma elemanlari ile kademeli olarak i1sitma islemi baslar,
negatif emis basinci ile laminasyon islemini bitirmek igin vakum
islemi ile devam eder.

Istege bagli silikon membran ile lamine kaplama malzemelerinin
yani sira diger uygun malzemelerin de (deri v.b) is pargasinin
Uzerine lamine edilmesi icin kullanilmaktadir.

RIBEX ECO-B Vakum Membran Pres, agac, kontraplak, mdf,
termoplastik, kompozit v.b. malzemelerin laminasyonu ve
sekillendirmesinde kullanilmak tzere 450 mm. yikseklige kadar
basim yapabilen otomatik ytikseklik ayari sistemi ile donatilmistir.

Tabla Cerceve Olgiileri 2440 x 1350 mm.

Tabla Kullanim Alani 2300 x 1210 mm.

Maks. Calisma Yiiksekligi 450 mm.

Pompa Motor Giicii 2,6 kw

Pompa Emis Hizi 100 m¥/sa.

Maks. Calisma Sicakligi 160°C.

Toplam Gli¢ / Voltaj 22,5 kW / 380V 3 Faz 50 Hz

Operasyon Siiresi (ortalama)
Net Agirlik Tek Tabla / Cift Tabla

Kurulum Olgiileri Tek Tabla
(ExBxY)

Kurulum Olciileri Cift Tabla
(ExBxY)

4-5Dk. (2,8m2)
850 Kg. / 1200 Kg.

3150 x 3100 x 1700 mm.
(Cerceve Acik Yiikseklik: 1900 mm.)
(Kiimbet Acik Yiikseklik: 2100 mm.)

4800 x 3100 x 1700 mm.

Teknik ozelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.

RIBEX ECO-B

Vacuum Membrane Press
Vakum Membran Pres

STANDARD FEATURES

CE certified (EU norms)

Automatic Temperature Controller
Automatic Height Adjustment

Vacuum Counter/Timer

Single or Double Worktable

Short Processing cycle

Independent vacuum and heat operation
Operation window for direct monitoring
Stainless Heating Unit

Thermal Insulation

OPTIONALS

Robo Magnetic Pads to support the workpiece
Divisible worktable to use the material efficiently
Second Worktable

PVC Roll stand

PVC Trimmer Knife

Press Unit with silicone membrane

STANDART OZELLIKLER

CE Sertifikall

Otomatik Sicaklik Kontrol Cihazi
Otomatik Ytkseklik Ayari

Vakum Sayicl/Zaman

Tek veya Cift Is Tablas!

Kisa Operasyon Sures

Bagimsiz isitma ve vakum operasyonu
Is Gozlem Penceresi

Paslanmaz Isitma Unitesi

Is1 Yalitimi

OPSIYONELLER

Robo Miknatisli malzeme destek pedleri
Ara Bélme Unitesi

Ikinci Is Tablas

PVC Rulo Yikleme Magazini

PVC Temizleme Bicagi

Silikon Membranli Baski Unitesi

DEXVACUUMPress.com
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RIBEX ROBO VERTICAL is a professional machine designed and

™ manufactured for furniture applications used for flat or 3D
lamination of PVC/PET foils onto MDF board, Chipwood, Plywood
et.c and suitable for doors and cabinets, panels in kitchens,
bathrooms and bedrooms. Process respectively starts with heating
cycle by high temperature quartz heating elements, then continues
with vacuum press cycle to finish the lamination by applying
negative vacuum air pressure.

Vacuum Membrane & Lamination Press
Vakum Membran & Laminasyon Pres

Optional silicone membrane allows to laminate wood veneers as
well as ather suitable materials (such as leather etc) onto the
workpiece by applying positive pressure.

RIBEX ROBO VERTICAL Vacuum Membrane Press is equipped with
automatic height adjustment controller system allows to work up
to 500/800 mm. height for lamination and bending/forming of
materials such as wood, plywood, mdf, thermoplastics, composites
etc

RIBEX ROBO VERTICAL PVC/PET folyolarin MDF levha, Kontrplak

v.b malzemeler tizerine diiz veya 3B laminasyonunda, kapi ve

dolaplarda, mutfak panellerinde, cesitli mabilya uygulamalarinda,

banyo ve yatak odalari dolap kapaklari kaplama uygulamalari igin

tasarlanip Uretilmis profesyonel bir makinadir. Yiksek performansli

Quartz tip 1sitma elemanlari ile kademeli olarak i1sitma islemi baslar,

negatif emis basinci ile laminasyon islemini bitirmek igin vakum o
islemi ile devam eder. "‘5

TR |

Istege bagli silikon membran ile lamine kaplama malzemelerinin
yani sira diger uygun malzemelerin de (deri v.b) is pargasinin
Uzerine lamine edilmesi icin kullanilmaktadir.

RIBEX ROBO VERTICAL Vakum Membran Pres, agag, kontraplak,
mdf, termaplastik, kompozit vb. malzemelerin laminasyonu ve
sekillendirmesinde kullanilmak tzere 500/800 mm. ytkseklige
kadar basim yapabilen otomatik ytikseklik ayari sistemi ile
donatilmustir.

Tabla Cerceve Olgileri 3000 x 1500 mm. Table Frame Dimensions 3000 x 1500 mm ‘ )

Tabla Kullanim Alani 2850 x 1350 mm. Table Usage Area 2850 x 1350 mm. Custom made machlne

Maks. Calisma Yiiksekligi 800 mm. Max. Working Height 800 mm. upgraded Wlth custom

Pompa Motor Giicii 2,6 kw Pump Motor Power 2,6 kw dimensions and Components

Pompa Emis Hizi 100 m¥/sa. Pump Air Rate Speed 100 m¥/sa. for Workghops rather than

Maks. Calisma Sicakligi 200°C. Max. Working Temperature 200°C. - - _ S’[andards.

Toplam Giic / Voltage 36 kW /380 V 3 Phase 50 Hz Total Power / Voltaj 36 kW /380 V 3 Faz 50 Hz L

Operasyon Siiresi (ortalama) 4-5Dk. (3,9 m2) Cycle Time (approximately) 4-5Dk. (3,9 m2) Farkli O[cu{er ve teknik

Net Agirlik Tek TablaLl 1500 Kg. Net Weight with Single Table 1500 Kg. = OZ@H”&[@F Me Standart d@I
3680 x 4000 x 1700 mm. 3150 x 4000 x 1700 mm.

Kurulum Olgiileri (ExBxY)

(Cerceve Acik Yiikseklik: 1900 mm.)
Kiimbet Acik Yiikseklik: 2150 mm.

Layout Dimensions (WxLxH)

(Frame Open Height: 1900 mm.)
Dome Open Height: 2150 mm.

projelerin kullanimi icin
ozel Uretim makinadir

We reserve our rights to make technical modifications withaut prior notice. Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.
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THERMOFORMING
MACHINES
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HEATING UNIT ISITMA UNITESI

Hot Air Oven & Vacuum Press

Uniform heat distriburion by Hot Air Oven with 9 kW power 9 kW gliciinde Sicak Hava Firini ile homojen 1si dagilim Sicak Hava Firini & Vakum Press
Single or Double Floor Oven Drawer (Max. Height: 500 mm.) Tek veya Cift Katli Firin Cekmecesi (Maks. Yikseklik: 500 mm.)
Total Power / Voltage: 11 kW / 380 V 3 Phase 50 Hz Toplam Gig / Voltaj: 11 kW / 380V 3 Faz 50 Hz
Thermal insulation with 150 mm. thick rockwool 150 mm. kalinlginda tas yinu ile termal izolasyon
Durable tight closing lid with gasket Fitilli dayanikli izole kapanan kapak
Sliding drawer door with metal holders to load/unload Yikleme/Bosaltma igin metal tutamakli kizakli firin cekmecesi
Metal toggle clamps to lock/unlock the drawer Metal gecisli klempler ile cekmece agma/kilitleme
Heat resistant wire oven grill Isiya dayanikli firin izgarasi
VACUUM PRESS UNIT VAKUM BASKI UNITESI
Perforated (CNC punched) metal vacuum bed for powerful and GUcll ve dengeli hava emisi saglayan (CNCde islenmis)
balanced air suction cok delikli metal vakum yatag
Rotary vane vacuum pump motor (40 m3/h) Rotary tip vakum pompa matoru (40 m3/sa.)
9 t/m2 vacuum pressure 9 t/m2 vakum basinci
Vacuum press frame with membrane Membranli vakum baski cercevesi
2 mm. thick silicone sheet with 800% elongation 2 mm. kalinliginda, 800% esnek silikon levha
CONTROL UNIT KONTROL UNITESI
Operator Controller Board Operator Kontrol Paneli
Pressing/heating time counter and vacuum gauge Basim/Isitma zaman sayar ve vakum gostergesi
Smart Temperature Controller probes to monitor material's Akilli Is1 Kontrol problart ile malzeme ig/yizey sicaklik
internal/surface temperature olcimleme
Warning Buzzer with light Sesli Uyari Lambasi
OLCULER/DIMENSIONS

1850mm | 2000 mm. | 1100 mm. | 800kg. 1100 mm. | 1250 mm. | 1300 mm. | 1300 mm. 0<400 200 °C. o i \

Elouble &iﬂl
oor atl
Drawer Cekmece v (,J". :l'r.-j::_.;

= ]

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir. We reserve our rights to make technical modifications without prior notice ; ,.
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HEATING UNIT

Uniform heat distribution by Hot Air Oven 13,5 kW
Total Power / Voltage: 15 kW / 380 V 3 Phase 50 Hz
Thermal insulation with 150 mm. thick rockwool
Durable tight closing lid with gasket

Sliding drawer with metal holders to load/unload
Metal toggle clamps to lock/unlock the drawer
Heat resistant wire oven grill

VACUUM PRESS UNIT

Perforated metal vacuum bed for powerful and balanced air suction

Rotary vane vacuum pump motor (40 m3/h)

9 t/m2 vacuum pressure

Vacuum press frame with membrane

2 mm. thick silicone sheet with 800% elongation

CONTROL UNIT

HM.I (Human Machine Interface) Touchscreen with PLC
Easy operation with Multilingual Operator Menu

Preset program menu for various workshops

On screen pressing/heating time counter and vacuum gauge
Smart Temperature Controller probes to monitor material's
internal/surface temperature

I0S, Alarm Page, Warning Buzzer with light

On screen digital vacuum pressure gauge

OLCULER/DIMENSIONS

ISITMA UNITESI

135 kW guictinde Sicak Hava Firini ile homojen 1si dagilim
Toplam G / Voltaj: 15 kW / 380 V 3 Faz 50 Hz

150 mm. kalinliginda tas yind ile termal izolasyon

Fitilli dayanikli izole kapanan kapak

Yikleme/Bosaltma igin metal tutamakli kizakli firin cekmecesi
Metal gecisli klempler ile cekmece agma/kilitleme

Istlya dayanikli firin 1zgaras|

VAKUM BASKI UNITESI

GUcll ve dengeli hava emisi saglayan (CNCde islenmis)
cok delikli metal vakum yatag

Rotary tip vakum pompa matoru (40 m3/sa.)

9 t/m2 vakum basinci

Membranli vakum baski cercevesi

2 mm. kalinliginda, 800% esnek silikon levha

KONTROL UNITESI

PLC ve HM.l Dokunmatik ekran

Coklu dil secenegi ile kolay kullanim

Farkli malzeme tipleri icin program kayit 6zelligi

Akilli Is1 Kontrol problari ile malzeme i¢/yiizey sicaklik élgimleme
Giris/Cikislar, Alarm sayfasl, Sesli Uyari Lambasi

Ekran tzeri Dijital Vakum Basing Gostergesi

1700 mm. | 3300 mm. | 1100 mm. | 1100 kg. 1250 mm. | 2600 mm.

1300 mm.

2780 mm. 0 < 450 mm. 200 °C.

=
~

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir. We reserve our rights to make technical modifications without prior notice

Hot Air Oven & Vacuum Press
Sicak Hava Firini & Vakum Pres

A
f’/‘

~
U/

*Optional/Opsiyonel

NWW, \h\'),\‘ua[ul,,f"\p”f)fé com
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HEATING UNIT

Uniform heat distribution by Hot Air Oven 18 kW
Total Power / Voltage: 20 kW / 380 V 3 Phase 50 Hz
Thermal insulation with 150 mm. thick rockwool
Durable tight closing lid with gasket

Sliding drawer with metal holders to load/unload
Metal toggle clamps to lock/unlock the drawer
Heat resistant wire oven grill

VACUUM PRESS UNIT

Perforated metal vacuum bed for powerful and balanced air suction
Rotary vane vacuum pump motor (40 m3/h or 100 m3/h)

9 t/m2 vacuum pressure

Vertical movement with 800 mm. stroke cylinders & pneumatic control
2 mm. thick silicone sheet with 800% elongation

CONTROL UNIT

HM.I (Human Machine Interface) Touchscreen with PLC

Easy operation with Multilingual Operator Menu

Preset program menu for various workshops

On screen pressing/heating time counter and vacuum gauge

Smart Temperature Controller probes to monitor material’s internal/
surface temperature

I0S, Alarm Page, Warning Buzzer with light

On screen digital vacuum pressure gauge

OLCULER/DIMENSIONS

ISITMA UNITESI

18 kW guictinde Sicak Hava Firini ile homojen 1si dagilim
Toplam G / Voltaj: 20 kW / 380 V 3 Faz 50 Hz

150 mm. kalinliginda tas yind ile termal izolasyon

Fitilli dayanikli izole kapanan kapak

Yikleme/Bosaltma igin metal tutamakli kizakli firin cekmecesi
Metal gecisli klempler ile gekmece agma/kilitleme

Istlya dayanikli firin 1zgaras|

VAKUM BASKI UNITESI

GUcll ve dengeli hava emisi saglayan (CNCde islenmis)

cok delikli metal vakum yatag

Rotary tip vakum pompa matoru (40 m3/sa. veya 100 m3/sa.)
9 t/m2 vakum basinci

Membranli vakum baski cercevesi

2 mm. kalinliginda, 800% esnek silikon levha

KONTROL UNITESI

PLC ve HM.l Dokunmatik ekran
Coklu dil secenegi ile kolay kullanim
Farkli malzeme tipleri icin program kayit 6zelligi

Akilli Is1 Kontrol problari ile malzeme i¢/yiizey sicaklik élgimleme

Giris/Cikislar, Alarm sayfasl, Sesli Uyari Lambasi
Ekran tzeri Dijital Vakum Basing Gostergesi

1700 mm. | 4800 mm. | 1250 mm. | 1850 kg. 1250 mm. | 3800 mm. | 1300 mm.

4100 mm. 0 < 450 mm. 200 °C.

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir. We reserve our rights to make technical modifications without prior notice

*Optional/Opsiyonel




HEATING UNIT

Uniform heat distribution by Hot Air Oven 18 kW
Total Power / Voltage: 20 kW / 380 V 3 Phase 50 Hz
Thermal insulation with 150 mm. thick rockwool
Durable tight closing lid with gasket

Sliding drawer with metal holders to load/unload
Metal toggle clamps to lock/unlock the drawer
Heat resistant wire oven grill

VACUUM PRESS UNIT

Perforated metal vacuum bed for powerful and balanced air suction
Rotary vane vacuum pump motor (40 m3/h or 100 m3/h)

9 t/m?2 vacuum pressure

Press frame with Vertical movement with 800 mm. stroke cylinders &
pneumatic control

2 mm. thick silicone sheet with 800% elongation

CONTROL UNIT

HM.I (Human Machine Interface) Touchscreen with PLC

Easy operation with Multilingual Operator Menu

Preset program menu for various workshops

On screen pressing/heating time counter and digital vacuum gauge
Smart Temperature Controller probes to monitor material’s internal/
surface temperature

I0S, Alarm Page, Warning Buzzer with light

OLCULER/DIMENSIONS

1700 mm. | 4800 mm.| 1250 mm. | 1850 kg. 1250 mm. | 3800 mm. | 1300 mm.

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir. We reserve our rights to make technical modifications without prior notice

ISITMA UNITESI

18 kW guictinde Sicak Hava Firini ile homojen 1si dagilim
Toplam G / Voltaj: 20 kW / 380 V 3 Faz 50 Hz

150 mm. kalinliginda tas yind ile termal izolasyon

Fitilli dayanikli izole kapanan kapak

Yikleme/Bosaltma igin metal tutamakli kizakli firin cekmecesi
Metal gecisli klempler ile cekmece agma/kilitleme

Istlya dayanikli firin 1zgaras|

VAKUM BASKI UNITESI

GUcll ve dengeli hava emisi saglayan (CNC'de islenmis)

cok delikli metal vakum yatag|

Rotary tip vakum pompa matoru (40 m3/sa. veya 100 m3/sa.)
9 t/m2 vakum basincl

800 mm. silindirli & Pnématik kontrolld

Dikey hareketli baski cercevesi

2 mm. kalinliginda, 800% esnek silikon levha

KONTROL UNITESI

PLC ve HM.l Dokunmatik ekran
Coklu dil secenegi ile kolay kullanim
Farkli malzeme tipleri icin program kayit 6zelligi

Akilli Is1 Kontrol problari ile malzeme i¢/yiizey sicaklik élgimleme

Giris/Cikislar, Alarm sayfasl, Sesli Uyari Lambasi
Ekran tzeri Dijital Vakum Basing Gostergesi

4100 mm. 0 < 950 mm. 200 °C.

*Optional/Opsiyonel
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Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir. We reserve our rights to make technical modifications without prior notice

1700 mm. | 3300 mm. | 1250 mm. | 900 kg. 1250 mm. | 2600 mm.

N//A

N/A N/A 200 °C.

1700 mm. | 3300 mm.

1100 mm.

600 kg.

N/A

N/A

1300 mm.

2780 mm.

0 < 400 mm.

N/A

2 2 Www.ribexvacuumpress.c

VACUUM PRESS UNIT

Perforated metal vacuum bed for powerful and balanced air suction
Rotary vane vacuum pump motar (40 m3/h

Total Power / Voltage: 1,5 kW / 380 V 3 Phases 50 Hz.

9 t/m2 vacuum pressure

Vacuum press frame with membrane

2 mm. thick silicone sheet with 800% elongation

Vacuum direction valve (BUILD / OFF)

CONTROL UNIT

Digital vacuum time counter
Analog vacuum pressure gauge
Main Switch

Viacuum warning indicator

om

VAKUM BASKI UNITESI

GUcld ve dengeli hava emisi saglayan (CNCde islenmis)
cok delikli metal vakum yatadi

Rotary tip vakum pompa motoru (40 m3/sa.)

Toplam G / Voltaj: 1,5 kW / 380 V 3 Faz 50 Hz.

9 t/m2 vakum basinci

Membranli vakum baski cercevesi

2 mm. kalinliginda, 800% esnek silikon levha

Vakum yon vanasi (ACMA / KAPAMA)

KONTROL UNITESI

Dijital vakum stre sayacl
Analog vakum basing gastergesi
Ana Salter

Vakum ikaz gostergesi

HEATING UNIT

Uniform heat distribution by Hot Air Oven 13,5 kW
Total Power / Voltage: 14 kW / 380 V 3 Phase 50 Hz
Thermal insulation with 150 mm. thick rockwool
Durable tight closing lid with gasket

Sliding drawer with metal holders to load/unload
Metal toggle clamps to lock/unlock the drawer
Heat resistant wire oven grill

CONTROL UNIT

H.M. (Human Machine Interface) Touchscreen with PLC

Easy operation with Multilingual Operator Menu

Preset program menu for various workshops

On screen pressing/heating time counter and digital vacuum gauge

Smart Temperature Controller probes to monitor material's internal/

surface temperature
I0S, Alarm Page, Warning Buzzer with light

ISITMA UNITESI

13,5 kW gictinde Sicak Hava Firini ile homojen Isi dagilim
Toplam Gug / Voltaj: 14 kW / 380 V 3 Faz 50 Hz

150 mm. kaliniginda tas yin ile termal izolasyon

Fitilli dayanikli izole kapanan kapak

Yukleme/Bosaltma icin metal tutamakli kizakli firin gekmecesi
Metal gecisli klempler ile cekmece agma/kilitleme

Islya dayanikli firin 1zgarasi

KONTROL UNITESI

PLC ve HM.| Dokunmatik ekran

Coklu dil secenegi ile kolay kullanim

Farkli malzeme tipleri icin program kayit dzelligi

Ekran Uizerinde basim/Isitma zaman sayaglari ve dijital vakum kadrani
Akillr Isi Kontrol problari ile malzeme ic/ylizey sicaklik élgiimleme
Giris/Cikislar, Alarm sayfasl, Sesli Uyari Lambasi
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AKILLI ISI KONTROL SISTEMI

Diinyada ilk defa ON-IS MAK miihendislerinin gelistirdigi bir sistemdir.
Akrilik levhanin isitma islemi sirasinda, ayni anda PLC kontrol Gnitesinden Firin Sicaklig,
Malzeme Yiizey Sicakligi ve Malzeme I¢ Sicakligini takip edilir.

AVANTAJLARI

Kullanilan akrilik levhanin kalinligina, rengine ve markasina gore farklilik gosteren
Isitma slre & dereceleri 1sitma prosesinde test edilip kullanicr tarafindan belirlenir,
Daha sonra malzeme tipine uygun veriler atomatik program menustine kaydedilir.
Akilli Is Kontrol Sistemi sayesinde hizli seri Gretim ve firesiz Uretim saglanmaktadir.

SMART TEMPERATURE CONTROL SYSTEM

New system which has been developed by ON-IS MAK engineers.

It allows to monitor Oven Temperature, Material's Surface Temperature and Material's
Internal Temperature at the same time during heating process of Solid Surface sheet by
displaying on PLC control unit. Values will be saved into automatic program menu to
be used in serial production process.

ADVANTAGES

It allows testing and determining required heating time & temperature of Solid
Surface sheet which is different from one another related to it's thickness, color and
brand. Furthermore, Smart Temperature Control System avoids material wastage
and increase production speed.

STANDART OZELLIKLER

Mekanik denge sistemi, kompakt hidrolik sistem
Celik monablok silindirler

Kalip baglama icin 6zel yatakli Gretilmistir

Ozel kalip yatak ebatlari: 1350 x 600 mm (P1350-60)
Ozel kalip yatak ebatlari : 750 x 600 mm (P750-60)
Basing salterli kolay tonaj ayari

Guvenlik Valfi, Basing Gostergesi, Kontrol Valfi,

Yag Gosterge, Acil Stop Butonu

Kapasite: 60 Ton

Hidrolik Pompa: 9 [t.

Gug: 5,5 kW (P1350-60) / 3 kW (P750-60)

Strok: 400 mm.

Voltaj: 380 V 3 Faz 50 Hz

Net Agirlik: 2000 Kg. (P1350-60) / 1350 Kg. (P750-60)

Teknik dzelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.

STANDART FEATURES

Mechanical balance system, compact hydraulic system unit

Monobloc cylinder made of steel

Equipped with special bed plates for molding
Special bed plate dimensions: 1350 x 600 mm.
Special bed plate dimensions : 750 x 600 mm.

Easy tonnage adjustment with pressure switch, wide stroke
Safety valve, pressure gauge, control valve, oil level sight glass

Emergency Stop

Capacity: 60 Tons

Hydraulic Pump: 9 lt.

Power: 5,5 kW (P1350-60) 3 kW ( P750-60)

Stroke: 400 mm.

Voltage: 380 V 3 Phase 50 Hz

Net Weight: 2000 Kg. (P1350-60) / 1350 Kg. (P750-60)

We reserve our rights to make technical modifications without prior notice.
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SILICONE
MEMBRANE SHEET

SILIKON MEMBRAN LEVHA

EXPANDABLE
STACKING RACKS

KATLANABILIR RAF SISTEMLER

L

Flat Membrane
Duz Membran

v
od
_/‘\ l "‘”

High Mambrane 250mm
Yiiksek Membran 250mm

Flat Silicone membrane sheet manufactured in range of thicknesses from 2 mm. to 3 mm.
High Membranes available ideal for high molds height over 400 mm. up to Max. 950 mm.

High Mambrane 500mm
Yiiksek Membran 500mm

L

L

Ribex Expandable Stacking Racks provide mobile in-house storing solutions for professionals by stacking seperated different types of
= panels into groups at their area of production such as MDF, Wood Panels, Glass, Metal Sheets, Solid Surface Sheets (Corian) e.t.c

™ Ribex Katlanabilir Raf Sistemleri, MDF, Agac paneller, Cam, Metal, Corian v.b farkli levhalarin Giretim alanlarinda gruplar halinde
B ayristirilarak istiflenebilmesi icin tesis icerisinde seyyar depolama coziimleri sunmaktadir.

TECHNICAL SPECIFICATIONS

TEKNIK OZELLIKLER

SR7

Hardness Shore A 40-50 I Raf uzunlugu 780 mm. I Shelf Lenght 780 mm.
In range of elongation from 700 % to 900 % | Raf arasi bosluk 150 mm. | Gap between shelf 150 mm.
1600 mm. roll width | Min/Maks. Raf Genislii 300/1230 mm. | Min/Max. Shelf Wide 300/1230 mm.
Thermally stable over a wide range of temperatures (-60°C to 230°C) | Raf Kapasitesi (Her bir raf icin) 50 kg. | Shelf Capacity (for each shelf) 50 kg.
Excellent Ozone and UV resistance I Toplam Raf Kapasitesi 10 Katli I Total Shelf Capacity 10 Floors
Made in the Europe
Area of application: Thermofoiling, Lamination, Wood Veneering, Glue Laminated Bending, bending of Wood, Plywood, MDF,
Thermoforming of solid surface sheets (Corian) and thermaplastic materials. | Raf uzunlugu 1373 mm. | Shelf Lenght 1373 mm.
I Raf arasi bosluk 120 mm. I Gap between shelf 120 mm.
9 2 mm.ve 3 mm. olarak Uretilen Duz Sillkon Membran levha | Min/Maks. Raf Genisligi 300/1230 mm. | Min/Max. Shelf Wide 300/1230 mm.
AUO mm. tzeri maks. 950 mm. yiksekliginde kaliplar icin ideal yiksek membranlar | Raf Kapasitesi (Her bir raf cin) 60 kg. | Shelf Capacity (for each shelf) 60 kg.
Sertlik Shore A 40-50 | Toplam Raf Kapasitesi 10 Katli | Total Shelf Capacity 10 Floors
Termal olarak genis sicaklik araliklarinda dayaniklilik (-60°C ile 230°C aras|)
700 % - 900 % esneklik araligi
1600 mm. rulo genisligi
Mukemmel Ozon ve UV filtresi I Raf uzunlugu 680 mm. I Shelf Lenght 680 mm.
Avrupa Mali | Raf arasi bosluk 120 mm. | Gap between shelf 120 mm.
| Min./Maks. Raf Genisligi 300/1260 mm. | Min./Max. Shelf Wide 300/1260 mm.
Uygulama Alanlari: PVC Kaplama, Agac Kaplama, Tutkalli Laminasyon, Agag, Kontralplak, MDF levhalarin lamine bukim | Raf Kapasitesi (Her bir raf icin) 40kg. | Shelf Capacy (for each shelf 40kg.
ve sekillendirilmesi, Solid Yiizey (Corian) ve termoplastik malzemelerin st ile sekillendirme islemlerinde kullanilmaktadir. | Toplam Ref Kapasitesi ST | Total Shelf Capacity i —
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Teknik ozelliklerde haber vermeksizin degisiklik yapma hakkimiz saklidir.

We reserve our rights to make technical madifications without prior notice.
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RIBEX

WVACUUMRECHNOIOGY

RIBEX bir ON-IS MAK resmi ticari markas! ve istirakidir.
RIBEX is an offical trade mark and an affiliate of ON-IS MAK.

Manufacturer: ON-IS MAK ONADIMLAR MAKINA SAN. TIC. LTD. STI.
Ertugrul Mah. Emek Sk. No.15 16120

Nilufer / BURSA / TURKIYE

T.+90 224 413 2500 PBX

F.+90 224 413 1900

export@onismak.com.tr
www ribexvacuumpress.com

Detayli bilgi icin akilli telefonunuzla
(R kodunu taratiniz

For further information, please scan
(R code with smartphone

Reseller / Yetkili Satici

Not: Ozel 6l ve zelliklerde makina veya ekipman siparisleriniz icin talepte bulunabilirsiniz.
P.S: You may request for quote for machines or equipments in custom dimensions and specifications
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VACUUM THERMAL UNIFORM  SMART
PUMP  INSULATION  HEATING TEMPERATURE



